
Finally…  
A Mobile Cart Power System  
That Works.

Series 301 
Motive DC Controller 

The 301 Motive DC Controller is the only medical grade power system  

specifically designed for use in mobile point-of-care products for hospitals  

and long-term healthcare facilities.

The compact, modular design of the 301 Motive DC Controller is easily customized for all  

OEM applications, and it is certified by TUV to meet EN 60601 Medical Safety Standards.

Powerful, flexible and easy-to-use.

The 301 Motive DC Controller provides the efficiency and long run-time of traditional  

DC Systems. It also offers:

n	 300 watts of power.

n	 Five hour charge time regardless of load.

n	 An easily customized display that provides true state-of-charge.

n	 Designed for use with multiple battery chemistries.

Ensure the safety and security of data, personnel and patients.

The 301 Motive DC Controller is safe and reliable. It offers thermal runaway and out-gassing 

protection. It eliminates over / under charging and provides shorted cell detection. 

n	 Graceful computer shutdown protects critical data.

n	 Automatic system shutdown under error conditions.

Save time and money.

The 301 Motive DC Controller reduces maintenance and takes the guesswork out of  

battery replacement.

n	 Intelligent monitoring system ensures proper charge and full battery use.

n	 Continuous monitoring and email alerts maximize charge capacity and battery life.

n	 Password-protected access to advanced diagnostic software.

For more information:

203-653-1447

info@H-E-Systems.com

www.H-E-Systems.com



Hoffman Engineered Systems 

8 Riverbend Drive 

P.O. Box 17002

Stamford, CT 06907 

203-653-1447

info@H-E-Systems.com                          www.H-E-Systems.com

Series 301
Motive DC Controller  

			  System Specifications

INPUT	

		  Voltage	 100 to 240 VAC  
		  [tolerance ±10%]

		  Frequency Range	 50/60 Hertz

Power Factor Correction		 0.96 to 0.98

Inrush Current (Typical)		 30A@100 VAC/60A@200 VAC

		  Current	 6.4 AC Amperes maximum

BATTERY CHARGE CAPABILITY 	

		  Voltage	 3 to 15 VDC      

		  Current	 20 Amps DC Max  

	 Maximum Power	 300 Watts max

OUTPUT: DC LOAD	

		  Voltage	 10.5 to 15 VDC    

		  Current	 20 Amps DC Max  

		  (15 amps max per connector)

		  Maximum Power	 300 Watts max 

OUTPUT: FAN 	

		  Format	 Custom

		  Voltage	 12 VDC ±5%

		  Current	 .2 Amps DC Max  

		  Internally limited

GENERAL	

		  Isolation: I/P to O/P 	 4000 VAC

               	 I/P to Ground 	 1500 VAC

		  Efficiency	 78% Typical

		  EMC	 TUV: IEC 60601-1-2:2004  

		  Edition 2.1 EN 60601-1-2:2001

ENVIRONMENTAL	

		  Operating	 10 to 40 degrees Celsius

		  Transport/Storage	 -25 to 85 degrees Celsius 

		  Relative Humidity	 0% to 93% non-condensing

MECHANICAL	

		  Construction	 Various Configurations:  

		  Open Frame or Enclosed

		  Dimensions	 Vertical 7.29”x 5.75”x 3.45” 

		  Horizontal 10.25”x 6.54”x 2.26”

		  Weight	 3.2 lbs. (vertical)  

		  2.2 lbs. (horizontal)

		  AC Input	 Customer Supplied AC Plug;  

		  3 wire pigtail supplied

		 DC Output (2 each)	 Anderson® Power Poles

Series 301 Motive DC Controller

Certified: EN 60601 Medical Safety Standards.


