This changes everything. Series 451
Hybrid
One system. Two power sources.  Power

Management

Now you don’t have to choose. System

The 451 Hybrid Power Management System is a breakthrough
mobile power resource that combines both AC and DC outputs —
that fit any configuration - right out of the box.

Powerful, flexible and easy-to-use. Call or visit us at:
= 450 watts of power provides the fastest charge time in the industry. 203-653-1447
= You don't have to choose — AC and DC outputs, all configurations. info@H-E-Systems.com

m Just connect and go. No converters or inverters required.
H-E-Systems.com

Ensure the safety and security of data, personnel and patients.
= Industry-leading safety interlocks and protections.
m True sine wave AC output for sensitive computer electronics.

Save time and money.

m Utilize existing equipment — adaptable to all technologies.

= No added expense to configure for customer specific technology.
m Far fewer battery replacements.

BATTERY MANAGEMENT SYSTEMS

Two power sources. One system. This changes everything.



One system.
Two power sources.

The 451 Hybrid Power Management System features:

® Most energy efficient power conversion in the industry for DC and AC outputs.
m Fast, safe and reliable charging for all current and future battery chemistries.

m Proprietary battery-charging algorithms provide maximum run-time and battery life.

® Industry’s most accurate measurement of battery status and state-of-health.

m Real-time battery state-of-health information for maintenance and replacements.
m 19.5VDC, 12 VDC, and 5 VDC simultaneous outputs for virtually any technology.
= 120 VAC true sine wave output.

m Advanced software provides control and display of all operating parameters.
m |[EC 60601-1 certified.

m Patent pending.
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DESCRIPTION AND LOCATION OF PARTS:

6 1/0 Port:
Digital communication bus

1 Auxiliary Fan Port:
Thermally controlled, variable speed

fan output

7 USB Port:
2 Ground Terminal: USB port for connection to local CPU

For secure grounding to mobile devices

8 RUI Port:
3 ACInput: Remote user interface / fuel gauge

100 VAC~250 VAC, 50/60 HZ input

9 DC Output:
4 30 Amp Battery Fuse: 5VDC, 12 VDC and 19.5 VDC outputs
User replaceable fuse
10 AC Output:*
5 Battery Connection: 120 VAC, 60 HZ, true sine wave output

Connect multiple batteries in parallel

* DC only system also available.

Hoffman Engineered Systems | 8 Riverbend Drive | P.O. Box 17002 | Stamford, CT 06907

Series 451

Hybrid
Power
Management
System

Call or visit us at:
203-653-1447
info@H-E-Systems.com

H-E-Systems.com
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BATTERY MANAGEMENT SYSTEMS



